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oral presentation was made. The writ-
ten appeal must contain, at a min-
imum the basis for the appeal and a
summary of the material presented
orally.

[CGD 77–058b, 45 FR 43706, June 30, 1980, as
amended by CGD 88–052, 53 FR 25122, July 1,
1988; CGD 96–026, 61 FR 33667, 33668, June 28,
1996; CGD 97–023, 62 FR 33364, June 19, 1997]

§ 157.07 Equivalents.
The Coast Guard may accept an

equivalent, in accordance with the pro-
cedure in 46 CFR 30.15–1, of a design or
an equipment to fulfill a requirement
in this Part, except an operational
method may not be substituted for a
design or equipment requirement that
is also required under the MARPOL
Protocol.

[CGD 82–28, 50 FR 11625, Mar. 22, 1985, as
amended by CGD 97–023, 62 FR 33364, June 19,
1997]

Subpart B—Design, Equipment,
and Installation

§ 157.08 Applicability of Subpart B.
NOTE: An ‘‘oil tanker’’ as defined in § 157.03

includes barges as well as self-propelled ves-
sels.

(a) Sections 157.10d and 157.11(g)
apply to each vessel to which this part
applies.

(b) Sections 157.11 (a) through (f),
157.12, 157.15, 157.19(b)(3), 157.33, and
157.37 apply to each vessel to which
this part applies that carries 200 cubic
meters or more of crude oil or products
in bulk as cargo, as well as to each
oceangoing oil tanker to which this
part applies of 150 gross tons or more.
These sections do not apply to a for-
eign vessel which remains beyond the
navigable waters of the United States
and does not transfer oil cargo at a
port or place subject to the jurisdiction
of the United States.

(c) Section 157.21 applies to each oil
tanker to which this part applies of 150
gross tons or more that is oceangoing
or that operates on the Great Lakes.
This section does not apply to a foreign
vessel which remains beyond the navi-
gable waters of the United States and
does not transfer oil cargo at a port or
place subject to the jurisdiction of the
United States.

(d) Sections in subpart B of 33 CFR
part 157 that are not specified in para-
graphs (a) through (c) of this section
apply to each oceangoing oil tanker to
which this part applies of 150 gross tons
or more, unless otherwise indicated in
paragraphs (e) through (m) of this sec-
tion. These sections do not apply to a
foreign vessel which remains beyond
the navigable waters of the United
States and does not transfer oil cargo
at a port or place subject to the juris-
diction of the United States.

(e) Sections 157.11 (a) through (f),
157.12, and 157.15 do not apply to a ves-
sel, except an oil tanker, that carries
less than 1,000 cubic meters of crude oil
or products in bulk as cargo and which
retains oily mixtures on board and dis-
charges them to a reception facility.

(f) Sections 157.11 (a) through (f),
157.12, 157.13, and 157.15 do not apply to
a tank vessel that carries only asphalt,
carbon black feedstock, or other prod-
ucts with similar physical properties,
such as specific gravity and cohesive
and adhesive characteristics, that in-
hibit effective product/water separa-
tion and monitoring.

(g) Sections 157.11 (a) through (f),
157.12, 157.13, 157.15, and 157.23 do not
apply to a tank barge that cannot bal-
last cargo tanks or wash cargo tanks
while underway.

(h) Sections 157.19 and 157.21 do not
apply to a tank barge that is certifi-
cated by the Coast Guard for limited
short protected coastwise routes if the
barge is otherwise constructed and cer-
tificated for service exclusively on in-
land routes.

(i) Section 157.09(d) does not apply to
any:

(1) U.S. vessel in domestic trade that
is constructed under a contract award-
ed before January 8, 1976;

(2) U.S. vessel in foreign trade that is
constructed under a contract awarded
before April 1, 1977; or

(3) Foreign vessel that is constructed
under a contract awarded before April
1, 1977.

(j) Sections 157.09 and 157.10a do not
apply to a new vessel that:

(1) Is constructed under a building
contract awarded after June 1, 1979;
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